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The Model 3 Tank Washer is an automatic bulk tank washer system 

designed to clean bulk tanks with a minimum of labor and expense. 

 

BENEFITS  

Timer assembly, switches, and motor 

can be replaced individually -- no need 

to replace entire unit.. 

Adjustable water fill feature allows this 

unit to be adapted to a large variety of 

water supply situations. 

Can be installed on any atmospheric or 

vacuum type bulk tank. 

 

ACCESSORIES 

Special spray sticks available. 

Model 6 Diverter 

Model 7 Drain Valve 2ó, 

normally open. 

Model 10 Drain Valve,  

 

FEATURES  

Wall mounting of control panel keeps 

components away from the corrosive 

environment near the wash vat. 

The Model 3 is internally fused for added 

safety. 

One piece manifold directs water 

without problems of leaking hoses. 

Model 3  
Tank Washer  

8000 1600 
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Model 3  

Control Panel  
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Model 3  

Manifold Assembly  



To Order Call ñ1-800 -233 -6878                                                                  Ver. 2.0 - 03.10  

Page 4 

Model 3  

Timer  
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Model 4  
 Portable Pumping Unit  

8000 1625 

The following items need to be ordered separately and are not  included with the Pumping Unit . 

8000 0164 Locking Adapter - 1-1/2ó 

 

8000 0165 Locking Adapter - 1-9/16ó 

8000 0625 Suction Hose Plug 

8000 0186 Spray Stick 

The Pumping Unit can be installed on any atmospheric or 

vacuum type bulk tank. 
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Model 4  

Replacement Parts  



Page 7 

Ver. 2.0 - 03.10                                                                       To Order Call ñ1-800 -233 -6878  

Portable Pumping Unit  

Replacement Parts  

9 10 
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Model 12  
8000 1660  

 

 

FEATURES  

 

Wall mounting of control panel keeps components away 

from the corrosive environment near the wash vat. 

The Model 12 is internally fused for added safety. 

One piece manifold directs water without problems of 

leaking hoses. 

The fully programmable cam timer makes it easy to tailor 

the Model 12  to the requirements of each dairy operation. 

 

 

BENEFITS  

Timer assembly, switches, and motor can be replaced individually 

-- no need to replace entire unit. 

Pressure sensitive water level monitor assures constant gallonage 

regardless of water supply fluctuations. 

The Model 12  Pipeline Washer is designed to automatically clean or sani-

tize dairy farm pipelines with a minimum of labor and expense. 

ACCESSORIES 

Model 6  Diverter Assembly. 

Model 7  Drain Valve 2ó, normally open. 

Model 10  Drain Valve, 1-1/2ó automatic vacuum type. 
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Model 12  

Control Panel  
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Model 12  

Manifold Assembly  
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Model 12  

Timer  


